noure no. | sxcvion coury =% “g* | sheeT no. [
STATE OF ILLINOIS FAL loa-l-s MADISON z2Z | 6 sHeers
DEPARTMENT OF TRANSPORTATION 210 | 3!
Existing light standard, typ. Coniracf‘ *
Missouri ] ] ] ] ] ] ] ] | ] ] ] ] ] ] ] ] | ] ]
|| S | i \LL
-] o J e
T T = LJ
14747 *95° +120° *]20° *95° +]39° *]76° +176° *139° +]39° *]76° *176° +139° +139° +76° +]76° *140° +]94° l +242-6" l
OO ® © ® ® ® ® @ ® @)
+54]1°-0" Back to Back of Abulments
Sta. 780+00.25 ELEVATION
. <)
€ FAI 270 & € Bridge § e K € Existing Westbound Lanes
3 § g /
I’ LI Il II I’ II Il Il l’ I’ ll I’ Il L Il f
N — - Z i 7 — 7 i y il 7 7 1= 7 ] - —7 7 ~ —f—]
- N ol a e — f f f— - / i f - f f i i f -
7 T T I 1 T 7 7 [ Li . 7 \ [ 7 T
> E xisting Eastbound Lanes
PLAN £ -
Q2
3
Existing light standard. typ.
] | ] | ] ] ] | ] ] ! ; { | [ | | | | Ihinois
1 | 4 4 4 1 L
L L) ] l
. INDEX OF SHEETS
’ 2426 ‘ +242°-6" ‘ £194° l £ 1447 £1767 £1767 +139" 295 | 120’ | i20° | 295 | +69"| :87" | :87" | +69" | :69" | 87 | :87" | *69" |:47(¢47]247]:47 I General Plan and Elevation
@) 2) @ @ @ @ B @O @ ©®®® @ @ @OD@DOE 2 Lo s s Lo - |
*+5411’-0" Back to Back of Abutments 4 Light Standard Support Locations - 3
5 Light Standard Support Details - 1
ELEVATION Sta. 834+11.25 —— 6 Light Standard Support Defails - 2
) Q
$ S € Existing Westbound Lanes S N € FAI 270 & € Bridge
& Q S 1] Range 10 W - 3rd P.M.
I © ] /] 7 © o /
7 - ! 7 7 - I ’ 54
N / y / / i 7 = - = L L S
7 L —— 7 — T - - T - A 05
II II \ II l’ - - 2 / ‘
§ \ N el ol
P € Existing Eastbound Lanes S
3 PLAN E i |
$ GENERAL NOTES 135 36
Reinforcement bars shall conform to the requirements of ASTM A ,' | i
706 Gr 60 (IL Modified). See Special Provisions [
Proposed Improvements: .
Existing light standard concrete supports are to be /lzeinforcemeﬁ F bars deSIg'nafed € s_h olf be epo,‘xy coaffed. A LOCA Tl 0” SKE TCH
repaired af each location. Al structural work shall lan dimensions and details are subject to routine variations. The SRR, - =
be coordinated with the work in f ,‘)’: gleac "'_";ga/ ‘5; a Contractor shall field verify existing dimensions and details affecting §\o*“5'9¢,"z,,
/ pians. new construction and make necessary approved adjustments prior 4 o>
l\ to construction or ordering of materials. Such variations shall not be
‘ cause for additional compensation for a change in scope of the work, 2
MODJESK=+dMASTERS TOTAL BILL OF MATERIAL however, the Contractor will be paid for the quantity actually furnished %, i GENERAL PLAN AND ELEVATION
Consuiting Enginsers based upon the unit price bid for the work. ""’fv'“uf...\ e e s e
T TTEM UNIT | TOTAL All structural work shall be coordinated with the work shown in the 1frz oy [-270 OVER MISSISSIPPI RIVER
Concrete Removal Cu. Yd. 7.1 electrical plans. S - —
DESIGNED MEL - 200 Concrete Supersiructure Cu. Yd. 7.1 Bridge lighting shall remain operational during construction. AT CHAIN OF ROCKS
Reinforcement Bars, Epoxy Coated Pound 519 Replacement of anchors at existing railing post shall be included with / : . . A
checkeD DWP Examineo Anchor Bolt 1" ¢ Each | 56 CONCRETE SUPERSTRUCTURE. bt W o, F.A.l. ROUTE 270 - SECTION 60B-1-3
— TRCEER O GO0 CESTON Furnish and install coupling nuts and bolt extensions, together with DAVID W. PETERMEIER MADISON COUNTY
DRAWN PRC cutting and rethreading of existing anchor bolts, shall be included with EDWARDSVILLE, ILLINOIS ———————
Vel T e ) CONCRETE SUPERSTRUCTURE. ILLINOIS LICENSED STRUCTURAL STATION 780+00.25
CHECKED Epoxy grouting for reinforcement bars shall be included with ENGINEER NO. 081-005642 -
REINFORCEMENT BARS, EPOXY COATED. EXPIRES NOV. 30, 2008 STRUCTURE NO. 060-0035




